
EQUIPMENT INVENTORY

FHF (mm)QTYDESCRIPTIONITEM

N/A1PS Donut Panel - 3 Row2

N/A1PS Donut Panel - 1 Row14

N/A1PS Bead Panel (1 Row)13

N/A1PS Truck N Trailer Panel - HDPE6

N/A1PS Let's Fly Panel HDPE8

N/A1PS What's the Time Panel HDPE7

N/A1PS Weather Panel HDPE3

N/A1PS Three in a Row Panel HDPE10

N/A1PS Tic Tac Toe Panel HDPE5

N/A1PS Find the Pairs Panel HDPE9

N/A1PS Cruiser Full Panel HDPE - double sided1

N/A1PS Train Panel HDPE - double sided11

N/A1PS Shop Panel HDPE15

N/A1PS Kaleido Spot Panel (Below) - Assy4

N/A1PS Pls Arched Roof12

Site Layout is indicative only & subject to change.

This design is confidential & subject to Copyright.

D62004-1Z

D62004-1Z E.C.

1/04/2020

Drawn by:

Date drawn:

Design No:

Design Plan

REVISION HISTORY

REV DATE DESCRIPTION

1
19/06/2013

3.0 m

3
.
0
 
m

15

14

13

12

2 134

6

5

7
8 9 10 11

0 4
Scale Bar 1:20@A3 (metres)

DESIGN COMPLIANT
WITH AS 4685:2014

UNLESS NOTED OTHERWISE -
ALL EQUIPMENT TO BE SURFACE MOUNTED

RUBBER AREA = 9m²

PERIMETER = 12m

FH 0 = 9 m²
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ELEVATION

SCALE 1 : 30

RECOMMENDED MINIMUM SHADE CLEARANCES (AS4685.0  2017)
• 2.5M FROM ANY ACCESSIBLE PART OF THE EQUIPMENT
        TO ANY CLIMBABLE PART OF THE SHADE STRUCTURE
• 1.5M FOR ALL OTHER SITUATIONS


